
ARCHITECTS AND ENGINEERS

SPECIFICATIONS / TECHNICAL DATA

GENERAL SPECIFICATIONS

MODEL NUMBER: MSUB10

DESCRIPTION: 1 ea. 10" Paper Cone Subwoofer

1 bass port

COVERED OUTDOOR: Yes

IMPEDANCE: 70 Volts and 4 Ohm Combination

SENSITIVITY (1W/1M): 114 dB @ near field

Max SPL dB @ 1 M 139 dB @ near field

MAX POWER @ 8 OHM 300 Watts @ 4 Ohm

MAX POWER: 64 Watts

NOMINAL POWER: 8 Watts

Transformer Taps: 64, 32, 16, and 8 Watts

FREQUENCY RESPONSE: 40 Hz - 300 Hz

Frequency Response (+/- 3 dB) 70 Hz - 300 Hz

Frequency Response (+/- 10 dB) 60 Hz - 300 Hz

CROSSOVER: 12 dB @ 300 Hz

DISPERSION: 360° H x 180° V

WOOFER SIZE: 10" - 1 ea

WOOFER MATERIAL: Paper

BASS PORTS: 1 ea

ENCLOSURE: Polyethylene

GRILL MATERIAL: Powder Coated CRS

DIMENSIONS: 19.5" Diameter x 12" Height

NET WEIGHT (UNIT ONLY): 9.2 Kg

TOTAL WEIGHT: 14 Kg.

COLOR(S): Black, White

MOUNTING HARDWARE: Gripple Cable - 20 ft  (2 each) - Included

PAINTABLE: No

MERCURY PENDANT SUB 
10", 70 Volts & 8 Ohms Combination 
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